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DESIGN STANDARDS FOR: BAR-B-Q GRILLS        
 
1.01 BBQ Grills: 
 


A. SPR Standard Generic Grill: 
 


Pilot Rock - Premier Park Grill (Model A-20 B2 Series) infinitely adjustable, cantilever 
grate design, with double reinforced firebox and theft-proof base attachment.  Painted 
black heat resistant enamel finish is standard.  The Pilot Rock product line is represented 
locally by SiteLines, Inc., 1-800-235-2440 


 
B. Options: 


 
Optional utility shelf and King-size, double grill shall also be considered for some 
installations. 


 
C. Installation: 


 
A permanent post base for embedding in concrete slab and footing is standard.  An 
optional portable disc base is available for bolt-down installation if slab exists. 


 
The firebox shall rotate 360 degrees and a slab shall be installed under and around the 
grill with a minimum of 48” clear in all directions.  A minimum clearance of 27” shall be 
maintained between the finished grade and the bottom of the firebox. 


 
 
 


END OF SECTION 






Model A-20/S B2 with optional Utility Shelf (/S in model number)





®

INFINITELY ADJUSTABLE GRATE
EASILY ADJUSTS TO ANY HEIGHT

Ruggedly constructed for outdoor use,
PILOT ROCK grills have pioneered the
infinitely adjustable grate. Outdoor cook-
ing is a breeze because the cooking sur-
face adjusts anywhere from the top of
the coals to 12" above the bottom of the
firebox. The grate is not limited to a few
positions as on other grill designs.

Spring coil grips are located for effortless
adjustment of the grate while the food is
being prepared.

TIP BACK GRATE

The GRATE TIPS BACK completely out
of the firebox (as illustrated below) for
easier fire building, vet remains attached
and within convenient reach of the user.
This feature also allows for easier clean-
out by Park Maintenance Personnel.

L R

Permanent base installation is standard on all
grills, utilizing a 3-1/2" O.D. x 40" long pipe
base as denoted by B2 in the model number.
(For optional portable disk base, change B2 in
model number to B4 —seepage 11.)

The Infinitely Adjustable

Model A-20/S B2 with optional Utility Shel model number)

NO OTHER GRILL CAN MATCH THESE FEATURES

© Infinite adjustment of cooking surface

® Structurally reinforced grate is virtually indestructible
® Grate tips back for fire building and cleaning

® Firebox is ring and flange reinforced

® Theft-proof base attachment

© Full rotation for draft control

© Public use-type spring grips of coiled steel bar

© Utility shelf option

© Quality construction throughout

DESIGNED FOR PARK MANAGER AND USER

This grill design incorporates the most desirable features for both public use—
and park maintenance. The infinitely adjustable grate makes the PILO"
ROCK Premier Park Grill the CHOICE OVER ALL OTHER GRILLS because
of the ease of cooking over a fire. The structurally reinforced grate and fool-
proof base attachment make this unit virtually indestructible and absolutely
theftproof.




Featuring the Patented,
Infinitely Adjustable,
Cantilever Grate Design ‘

FROT RoBR

PARK EQUIPMENT

Model A-20 B2 320 sq. in Wt. 83 Ibs.

Wt. 91 Ibs.

Model B-24 B2~ 384 sq. in

An optional 70 sq. in. Utility Shelf may be specified by adding /S to the model number.

PATENTED, REINFORCED CANTILEVER
GRATE DESIGN DEFEATS VANDALS

The heavily constructed grate readily accepts the
punishment of vandals without failure. With the
handles cantilevered to the plane of the grate in a
manner which makes it virtually indestructible, the
ﬂrate will support the weight of more than two
eople standing on it without sagging or bending.

DOUBLE REINFORCED FIREBOX

To prevent damage from oversized fires, the firebox
is reinforced in two ways. First, the bottom is
ring-reinforced to dissipate heat and prevent
warpage. Second, the integral ash flange across
the front edge, the back flange and the side panel
flares are all die-formed into the metal to provide
increased field strength.

PATENTED THEFT-PROOF
BASE ATTACHMENT

The base attachment mechanism securely fastens
the base to the grill and allows continuous rotation
in either direction without impediment. Field
installation is easily accomplished without any
special tools. The connection is weatherproof and
allows a close fitting junction between the bottom
of the grill box and the base to provide a stable
cooking surface. Above all, once installed, the grill
is secured to the base in such a manner that it is
ABSOLUTELY THEFT-PROOF.

PERMANENT BASE INSTALLATION
IS STANDARD

A permanent post base for embedding in concrete

. standard (B2 in model number). An optional
portable disc base is available (specify by changing
the B2 in the model numbers to B4 - see page 13
for details). A painted black enamel finish is stan-
dard for both bases.

MODEL A-20 B2 AND MODEL B-24 B2 SPECIFICATIONS

+Model A-20 B2 shall have a cooking area of 320 sq. in. with one grate and a 16"
x 20" firebox with 8" high sides.

»Model B-24 B2 shall have a cooking area of 384 sq. in. with one grate and a 16"
x 24" firebox with 8" high sides.

= Entire firebox shall be fabricated from 3/16" steel plate. All exposed corners shall be
rounded to 1-1/2" radius and all edge connections shall be entirely welded. Firebox
shall have an integral ash retainer die-formed across the front of the box. Firebox
shall have a reinforcing flange die-formed into the back panel and reinforcing flares
die-formed into side panels. Firebox shall be ring reinforced and allowance for
drainage shall be provided

«Grate shall be infinitely adjustable from 3-3/4" to 12" above the bottom of the
firebox.  Grate shall tip back to provide unobstructed access to the firebox for
cleaning and fire building

» Grate shall be stricturally reinforced so that it will support the weight of two or more
persons without sagging or bending

» Grate shall be secured to firebox by 2 vertical 3/4" dia. A-36 steel bars that shall allow:
adjustment and prevent removal of the grate from the grill.

= Grale shall be constructed from 5/8" dia. A-36 steel bars around the perimeter and
handles and 1/2" dia. A-36 steel bars to provide the grate surface.

« Grate shall be provided with two substantial spring grip handles suitable for use by the
public made from 1/8" x 1/2" steel flat bar.

« A base attachment mechanism constructed from 3/16" steel plate shall be provided
that is absolutely theft-proof, shall allow unrestrained continuous rotation in either
direction and shall maintain a stable cooking surface.

+Grill shall be supported by a 3-1/2" O.D., 40" long, steel pipe for permanent
installation in concrete footing (indicated by B2 in model no.)-

s Entite unit shall be finished in high temperature, heat resistant, nontoxic black
enamel paint.

«Optional: Grill shall be provided with a 3/16" x 7-1/8" x 9-5/8", 70 sq. in. steel
plate utility shelf. Add /S to model no. Ex.; A-20/SB2. (See page 13.)

Patent Nos. 4,403,596 and D274,780

The King-Size Park Grills on following pages 6 and 7 are also part of
the PILOT ROCK Premier Park Grill series and incorporate the same
exceptional design features as described for the grills on these pages.
Model C2-36 B2 and Model D2-48 B2 are larger grills designed for
large-group cooking applications and each has two independently
adjustable cooking grates.
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Model C2-36 B2
offers a total of 640
sq. in. of cooking
area on two grates
in a back-to-back
configuration with
each grate moving
separately in its
own individual
compartment.
Separate areas
allow building
differently sized
fires for different
cooking needs and
greater control.

Model C2-36 B2 features two independently adjustable
grates in a back-to-back design which makes it useful as a
common grill for closely adjacent campsites.
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Model C2-36/SS B2~ 640 sq. in Wt. 153 Ibs.
with two optional Side Shelves (indicated by /SS in model no. )

TWO INDEPENDENT GRATES

These King-Size PILOT ROCK Premier Park Grills, Model C2-36 an"
Model D2-48, provide plenty of grilling surface for handling large
amounts of food

The standard cantilever-reinforced grate design and infinite adjustment
make these two grills THE CHOICE FOR LARGE GROUP COOKING,
Independent adjustment of each grate gives the chef plenty of versatility
for cooking and/or maintaining warm food. Grates tip completely back
out of the way for fire building and cleanup.

RIB REINFORCED AND THEFT-PROOF

The fireboxes of Models C2-36 and D2-48 are heavily rib-reinforced to
dissipate heat and provide warp-free use. The base attachment and
swivel mechanism allows 360° rotation in either direction for complete
draft control while the level base connection provides a stable cooking
surface. Permanent base installation in a concrete footing is standard
and the grill is secured by means of the THEFT-PROOF LOCKING
DEVICE.

OPTIONAL UTILITY SHELVES

Handy optional utility shelves may be added on either one or both sides
of each model for convenient placement of utensils or condiments while
cooking. (Add /S to model no. for one shelf or /SS for two shelves.
Ex.: C2-36/S B2 or D2-48/SS B2.)




Model K-20/S B2 with optional Back Shelf (add /S) ~ Wt. 87 Ibs,




T RoEE

PARK EQUIPMENT

Wt. 61 Ibs.

Model H-16 B6

INTEGRAL ASH RETAINER

The fireboxes for all multilevel grills are entirely constructed
of 3/16" steel unlike some 10 gauge (1/8") models.

The ash flange, die-formed into the front edge of the firebox,
provides additional reinforcement to combat heat warpage.
Ashes and coals are retained while the rounded contours of
the flange facilitate easy clean-out.

Model J-20 B2 Wt. 75 Ibs.

SUPERIOR DESIGN FEATURES

These units are designed to provide the economic savings
of a multilevel grill. Unlike similar models, the grate is al-
lowed to tip out of the way for easy fire building and to
facilitate cleaning yet remains permanently attached to the
firebox by means of retainer bars.

Superior draft protection is provided by the use of die-
formed detents in lieu of the long slots or folded tabs used
on alternative designs. Grate is suspended at four loca-
tions on three sides of firebox rather than just at the ends
to give better support and prevent vandalism.

The grate is provided with spring coil handle grips made
specifically for public use from heavy flat bar stock rather
than wire.

&

Wt. 87 Ibs

Model K-20/S B2 with optional Back Shelf {add /S)

PATENTED THEFT-PROOF BASE ATTACHMENT

The grills on this page are equipped with our patented base at-
tachment and swivel mechanism. The mechanism allows con-
tinuous rotation in either direction with a close-fitting, flush
connection that keeps the grilling surface level and stable. The
connection is weatherproof and will not seize and become
rusted after many years in the field. Above all else, the connec-
tion is secure and ABSOLUTELY THEFT-PROOF once
installed.

MULTILEVEL GRILL SPECIFICATIONS

 Model H-16 B6 shall have a 250 sq. in. grate that adjusts to 4 levels in a
16" x 16" firebox with 8" sides. 2-3/8" O.D. x 40" steel pipe base is
standard (indicated by B6 in model no.)

© Model J-20 B2 shall have a 300 sq. in. grate that adjusts to 4 levels in a
15" x 20" firebox with 8" sides. 3-1/2" 0.D. x 40" steel pipe base is stan-
dard (indicated by B2 in model no.). (Model 4-20 B6 also available using
2-3/8" O.D. x 40" steel pipe base (indicated by B6 in model no.).)

 Model K-20 B2 shall have a 300 sq. in. grate that adjusts o 4 levels in a
15" x 20 firebox with 10" sides. 3-1/2" O.D. x 40" pipe base is standard
(indicated by B2 in model no.)

© Firebox and swivel mechanism shall be constructed entirely of 3/16" steel
plate with integral ash flange die-formed into front edge of firebox to re
fain ashes and provide reinforcement. Al exposed comers shall be
rounded to 1-1/2" radius and all edge connections shall be_entirely
welded. Allowanice for drainage shall be provided. Grill base shall be 40"
long steel pipe for permanent installation in concrete footing. (Base O.D
shall be as per above model specifications.) Grill shall be permanently
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attached after base installation by means of absolutely theft-proof base
attachment allowing continuous rotation of grill in either direction.

® Grate shall be constructed from 5/8” dia. A-36 steel bar around the pe-
rimeter and handles and 1/2" dia. A-36 steel bars to provide the grate sur-
face. Removal of grate from firebox shall be prevented by 2 steel retainer
bars that shall allow grate to be tipped vertically for cleaning or fire build-
ing and shall prevent grate from falling into ashes. Grate shall be provided
with two substantially constructed spring coil grips suitable for public use
made from 1/8" x 1/2" steel flat bar (not wire springs).

® Entire unit shall be finished in high temperature, heat resistant, nontoxic
black enamel.

® Optional: Model K-20 shall be provided with a 3/16" x 7" x 19-1/4
steel plate utility shelf. (Add /S to model no. Ex.: K-20/S B2.)

® Optional: Model J-20 and K-20 shall be provided with a 3/16" x 8" x
15" hot plate. (Add /HP to model no. Ex.: J-20/HP B2.)

Patent No. 4,403,596



