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[~— TOP AND BOTTOM OF
FABRIC SHALL HAVE

KNUCKLED SELVAGE.
KNUCKLED

SELVAGE

END OF TIE SHALL
EXTEND A MIN. OF /"

PULL FABRIC TAUT AND
SECURELY TIE TO POSTS
AND RAILS.

TAIL OF TIE ALWAYS
AGAINST POST AND
LOCKED UNDER.

TIES SHALL BE SECURED
TO FABRIC WITHIN A MAX.
OF /5" OF POSTS OR RAILS.

BEYOND LOOP.

TIES SHALL MATCH OR
EXCEED THE FABRIC

GAUGE, SPACED 12" O.C.

City of Seattle
Department of Parks & Recreation

FENCING TIE DETAILS
STD. DETAIL NO. 02830.60







MAX 10'-0"

2-3/8” 0.D. LINE POSTS (TYP.)

9 GA. ALUM. WIRE TIES @ 12" O.C.
(FOR GALV. FENCING OR 9 GA. WITH
11 GA. CORE WIRE (FOR COLOR

|
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—1

—— KNUCKLED SELVAGE @ TOP

& BOTTOM (TYP.)

———1-5/8" 0.D. TOP RAIL (TYP.)

BALL CAP WITH SET SCREW
OR SPOT WELDED (TYP.)
2—7/8" 0.D. SCH.40 GALV.
TERMINAL /CORNER POST (TYP.)

_~A_ VAN

)
////

2" MESH CHAIN LINK FABRIC
8 GA./9 GA. CORE WIRE
(FOR COLOR COATED FENCE)
9 GA. (FOR GALV. FENCE)

TENSION BAR (TYP.)

60"
\
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y
|

3/8” 0.D. TRUSS ROD @
TERMINAL /CORNER SECTIONS
ONLY (TYP.)

TENSION BAR BANDS/CLIPS

@ 12’ 0.C. (TYP.)

TENSION WIRE WITH 6 GA. GALV.
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HOG RINGS @ 18" O.C. (TYP.)

SLOPE TO DRAIN (TYP.)
{ FINISH GRADE

BOTTOM OF FABRIC @ 1-1/2" (MAX.)
ABOVE FINISHED GRADE (TYP.)

36"
36"

“~I—— CLASS "C" CONCRETE FOOTING,

DEPTH VARIES DEPENDING ON SOIL
CONDITIONS (3" MIN. TYP.)

—H— COMPACTED TYPE 1 (5/8" MINUS
CRUSHED ROCK BASE (TYP.)

City of Seattle

Department of Parks & Recreation | STD. DETAIL NO. 32 31 00.16

6' HIGH CHAINLINK FENCE DETAIL







MAX 10’-0"

/—2—3/8" 0.D. LINE POSTS (TYP.)
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——KNUCKLED SELVAGE @
TOP & BOTTOM (TYP.)

1-5/8”" 0.D. TOP RAIL (TYP.)

J@'. BALL CAP WITH SET SCREW

OR SPOT WELDED (TYP.)
TERMINAL AND/OR CORNER POSTS
2—-7/8" 0.D. SCH.40 GALV.

(SEE SPECIFICATIONS)

2” MESH, CHAIN LINK FABRIC,
9GA. (FOR GALVANIZED FENCING)
& BGA. WITH 9GA. CORE WIRE
(FOR COLOR COATED FENCING).

TENSION BAR (TYP.)
TENSION BAR BANDS/CLIPS @ 12" 0.C.

1-5/8” 0.D. MIDDLE RAIL (TYP.)

9GA. WIRE TIES ALONG TOP, MIDDLE &
BOTTOM RAILS @ 12" 0.C. (TYP.)

1-5/8” 0.D. BOTTOM RAIL (TYP.)

BOTTOM OF FABRIC @ 1-1/2"
(MAX.) FROM FINISHED GRADE
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FINISH GRADE
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CLASS "C” CONCRETE FOOTING,
DEPTH VARIES DEPENDING ON SOIL
CONDITIONS (3' MIN. TYP.)

A=
COMPACTED TYPE 1 (5/8" MINUS

CRUSHED ROCK BASE (TYP.)
127

City of Seattle
Department of Parks & Recreation

8' HIGH CHAINLINK FENCING DETAIL
STD. DETAIL NO. 32 31 00.19







MAX. 10'-0"

l

B

/
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e 1-1/2"

2—-3/8" 0.D. LINE POSTS (OR AS SPECIFIED)

6 GA. ALUM. WIRE TIES @ 12" 0O.C. (TYP.) [
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KNUCKLED SELVAGE @
TOP & BOTTOM (TYP.)
1-5/8" 0.D. TOP RAIL (TYP.)

——BALL CAP WITH SET SCREW
OR SPOT WELDED

[ F—— TERMINAL AND/OR CORNER

POSTS 2-7/8" 0.D. SCH.40
STEEL PIPE (TYP.)

2" MESH, CHAIN LINK FABRIC,

(1-3/4” FOR TENNIS COURTS)
9GA. (FOR GALVANIZED FENCING),
8GA. WITH 9GA. CORE WIRE (FOR
COLOR COATED FENCES TYP.)
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b

TENSION BAR (TYP.)

TENSION BAR BANDS/CLIPS
@ 12” 0.C. (TYP.)

1-5/8” 0.D. MIDDLE RAIL (TYP.)

9GA. ALUMINUM WIRE TIES ALONG
TOP, MIDDLE & BOTTOM RAILS @
12" 0.C. (TYP.)

1-5/8” 0.D. BOTTOM RAIL (TYP.)

FABRIC @ 1-1/2" (MAX.) ABOVE
FINISHED GRADE (TYP.)
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FINISH GRADE
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;t;f;flj?f': [ (TYP.)
“a

_>
THI=
===l

. .._-

N [

—

36"

—— CLASS "C” CONCRETE FOOTING,
DEPTH VARIES DEPENDING ON

SOIL CONDITIONS (3" MIN. TYP.)

A=
—=H—COMPACTED TYPE 1 (5/8” MINUS

CRUSHED ROCK BASE (TYP.)

City of Seattle
Department of Parks & Recreation

STD. DETAIL NO. 32 31 00.23

10' HIGH CHAINLINK FENCING DETAIL







TOP HINGE
(180° SWING)

12'=0"_TO 20'-0"
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4’ HIGH (NO INTERMEDIATE RAIL)
'—10' HIGH (INTERMEDIATE RAIL)

/c,\/\/\/\/\/\/\/\/\/\/\ /\/\/\/\/\/\/\/\/\/\/\/\/ IONNIANNIAN
BOTTOM HINGE/ % X 41k
(180° swWiNe)—" ) | | 12 —18" DIAMETER 12" DIAMETER  12"—18" DIAMETER Y} | [ 30" (4 HIGH)
- K CONC. FOOTING CONC. FOOTING CONC. FOOTING {1 - 36" (6’8" HIGH)
A 7 (SEE SPECS.) (SEE SPECS.)——=#1 36" (10' HIGH)
b N
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TYPICAL DOUBLE VEHICLE GATE
NOTES:
1. FENCE FABRIC SHALL BE SECURED TO GATE FRAMES WITH KNUCKLED
SELVAGE ALONG ALL EDGES FOR ALL TYPES CHAIN LINK FENCE INSTALLATIONS.
2. REFER TO SPR STANDARD SPECIFICATION — SECTION 32 31 13 FOR ALL PIPE SIZING,
WIRE FABRIC GAUGES, FOOTING SIZES & OTHER APPLICABLE INFORMATION.
3. ALL CONCRETE FOOTINGS AROUND POSTS AT GROUND LINE SHALL BE
MOUNDED & SLOPED FOR POSITIVE DRAINAGE.
City of Seattle CHAINLINK DOUBLE/VEHICLE GATE DETAIL

Department of Parks & Recreation

STD. DETAIL NO. 32 31 00.26







CHAINLINK FENCE POST
| (10" 0.C. MAX.)

6” X 6” BASE PLATE WELDED
70 THE BOTTOM OF POST.

\
a 1 4 ANCHOR BOLTS PER POST (TYP.)

—— 8" THICK CONC. RETAINING WALL
| OR SEE PLAN

ANCHOR BOLT OPTION
\(Ek/

CHAINLINK FENCE POST

(10" 0.C. MAX)

3" X 67 PLASTIC "EASY SLEEVE”
/ (REMOVE SLEEVE AFTER CURING

AND GROUT POST IN PLACE WITH
NON—SHRINKING EPOXY GROUT)

—— 8" THICK CONC. RETAINING WALL
~  OR SEE PLAN

PLASTIC SLEEVE OPTION

City of Seattle CL FENCE ON WALL DETAILS
Department of Parks & Recreation | STD. DETAIL NO. 32 31 00.29







MIN. 4’—0"0.C.

/_
/_

17— Y7 7

12°(TYP.)

1-5/8” 0.D. TOP RAIL (TYP.)

9—GA. ALUMINUM WIRE TIES ALONG TOP,
MIDDLE & BOTTOM RAILS @ 12" O.C. (TYP.)

BALL CAP WITH SET SCREW OR SPOT WELDED (TYP.)
KNUCKLED SELVAGE @ TOP & BOTTOM (TYP.)

2-7/8”0.D. TERMINAL, CORNER OR GATE
POSTS (TYP.)

TRANSUM ABOVE GATE (TYP.)

9—GA. ALUM. WIRE TIES @ 12" 0.C. (FOR
GALV. FENCING) OR 8—GA. WITH 9—GA. CORE
WIRE (FOR COLOR COATED FENCING TYP.)

1"X4"X1/4” GALV. FLAT BAR WELDED TO TOP RAIL
TO PREVENT GATE OPENING INTO BALLFIELD INFIELD

MIN. 32” WIDE PEDESTRIAN GATE IN 36” WIDE
OPENING (TYP.)

3/8" TRUSS ROD DIAGONAL BRACES (TYP.)

'BULLDOG INDUSTRIAL’ OR APPROVED EQUAL
HINGES (2 PER LEAF TYP.)

1-5/8”0.D. MIDDLE RAIL (TYP.)
HEAVY DUTY LOCKABLE GATE LATCH (TYP.)

TENSION BAR BANDS/CLIPS @ 12" 0.C. (TYP.)
5/8” TENSION BAR (TYP.)

FABRIC @ 1-1/2" (MAX.) ABOVE FINISHED
GRADE @ GATE AND FENCING (TYP.)

1-5/8”0.D. BOTTOM RAIL (TYP.)
FINISH GRADE

CLASS "C” CONCRETE FOOTING, DEPTH
VARIES DEPENDING ON SOIL CONDITIONS
(3' MIN. TYP.)

COMPACTED TYPE 1 (5/8” MINUS CRUSHED
ROCK BASE (TYP.)

City of Seattle

Department of Parks & Recreation

CHAINLINK PEDESTRIAN GATE DETAIL
STD. DETAIL NO. 32 31 00.33







TYP. LINE POST (SET IN FTG.
PRIOR TO FORMING MOW-—-STRIP)

12° WIDE X 3—1/2" DEEP
CONC. MOW—STRIP (TYP.)

TIE FABRIC @ 12"0.C.
ALONG BOTTOM RAIL (TYP.)\ ¢
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EXPANSION JOINTS

@ EACH POST (TYP.)
12’9 (OR LARGER) CONCRETE
FOOTING (TOP SET @ 3—1/2
BELOW FINISH GRADE TYP.)

10°'=0" 0.C. (TYP.)

City of Seattle

Department of Parks & Recreation

CONCRETE MOW STRIP DETAIL
STD. DETAIL NO. 32 31 13.59







180" SWING BULLDOG HINGES
(TOP & BOTTOM TYP.)
9—GA. ALUM. WIRE TIES @ 12 O.C.
(FOR GALV. FENCING OR 9—GA. WITH
4'-0" (INSIDE 11—GA. CORE WIRE (FOR COLOR
OPENING TYP.) COATED FENCING TYP.)
KNUCKLED SELVAGE @ TOP,
BOTTOM & SIDES (TYP.)
———1-5/8" 0.D. GATE FRAME (TYP.)
BALL CAP WITH SET SCREW
OR SPOT WELDED (TYP.)

2-3/8" 0.D. SCH.40 GALV.
£ / TERMINAL OR CORNER POST
s CAST ALUMINUM, LOCKABLE

=/_ GATE LATCH (TYP.)

2" MESH CHAIN LINK FABRIC

| 9 GA. (FOR GALV. FENCE)
| L 8 GA./9 GA. CORE WIRE
) | (FOR COLOR COATED FENCE)
© TENSION BAR (TYP.)
+ ll1] [ — TENSION BAR BANDS/CLIPS
= =1 @12’ 0.C. (TYP.)

Il { | — 3/8"DIA. TRUSS ROD (WELDED
o IN CORNERS TYP.)

SLOPE TO DRAIN (TYP.)
! FINISH GRADE

1-1/2"
-
\
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TIT—TT

S

.]N—BOTTOM OF FABRIC @ 1-1/2"MAX.
ABOVE FINISHED GRADE (TYP.)

* A l— CLASS "C” CONCRETE FOOTING

30"

‘ BB COMPACTED TYPE 1 (5/8” MINUS
CRUSHED ROCK BASE (TYP.)
12”

MAX 10'-0"

1-7/8" 0.D. LINE POSTS (TYP.)

KNUCKLED SELVAGE @ TOP

9—GA. ALUM. WIRE TIES @ 12" O.C. & BOTTOM (TYP.)
(FOR GALV. FENCING OR 9—GA. WITH 1-5/8" O.D. TOP RAIL (TYP
11-GA. CORE WIRE (FOR COLOR /8" 0. (TP.)
COATED FENCING TYP.) ,—— BALL CAP WITH SET SCREW
E OR SPOT WELDED (TYP.)
T L—_f:' oY NAVAVS FaVaVLS hVAVLV) ViViVi FaVoVaY SVaViVI CoVaTsS VLY, [ L TERMINAL OR CORNER POST
T 2-3/8" 0.D. SCH.40 GALV.

g

| ! 2" MESH CHAIN LINK FABRIC
u | | 8 GA./9 GA. CORE WIRE

| (FOR COLOR COATED FENCE)
| | 9 GA. (FOR GALV. FENCE)

4'; Ll TENSION BAR (TYP.)

| | TENSION BAR BANDS/CLIPS

| | @ 12’ 0.C. (TYP.)

L |4 TENSION WIRE WITH 6 GA. GALV.
| B HOG RINGS @ 18” 0.C. (TYP.)
|

<

SLOPE TO DRAIN (TYP.)
S—— | R
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247

BOTTOM OF FABRIC @ 1-1/2" (MAX.) N

ABOVE FINISHED GRADE (TYP.) = [ CLASS "C* CONCRETE FOOTING,

N DEPTH VARIES DEPENDING ON SOIL
CONDITIONS (3’ MIN. TYP.)

COMPACTED TYPE 1 (5/8” MINUS
CRUSHED ROCK BASE (TYP.)

City of Seattle 4' HIGH CHAINLINK FENCE & GATE DETAILS
Department of Parks & Recreation | STD. DETAIL NO. 32 31 00.13






