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“ DRIPLINE"

EQ EQ

“ DRIPLINE”

|

3'—0"

FENCING/ROOT PROTECTION

CHAIN LINK FENCING TO BE PROVIDED AND MAINTANED
AT DRIPLINE

ENGINEER’S APPROVAL REQUIRED FOR USE/ACCESS
WITHIN ZONE B. PERMISSION FOR USE/ACCESS REQUIRES
SURFACE PROTECTION FOR ALL UNFENCED, UNPAVED
SURFACES WITHIN ZONE B

* SURFACE PROTECTION MEASURES
1. MULCH LAYER, 6'—8'DEPTH

2. 3/4"PLYWOOD

3. STEEL PLATES

ELEVATION
TRENCHING /EXCAVATION

ZONE C; DIA=2 ZONE A (CRITICAL ROOT ZONE)

1. NO DISTURBANCE ALLOWED WITHOUT SITE—SPECIFIC

ZONE B; DIA=X

ZONE A
DIA=1/2X

A

2

'v"\‘ V‘V.‘ S

7

INSPECTION AND APPROVAL OF METHODS TO MINIMIZE
ROOT DAMAGE

. SEVERANCE OF ROOTS LARGER THAN 2'DIA REQUIRES

ENGINEER’S APPROVAL

. TUNNELING REQUIRED TO INSTALL LINES 3’'—0"BELOW

GRADE OR DEEPER

ZONE B (DRIPLINE)

1.

3.

OPERATION OF HEAVY EQUIPMENT AND/OR STOCKPILING
OF MATERIALS SUBJECT TO ENGINEERS APPROVAL.
SURFACE PROTECTION* MEASURES REQUIRED

. TRENCHING ALLOWED AS FOLLOWS:

— EXCAVATION BY HAND OR WITH HAND-DRIVEN TRENCHER
MAY BE REQUIRED

— LIMIT TRENCH WIDTH. DO NOT DISTURB ZONE A
MAINTAIN 2/3 OR MORE OF ZONE B IN UNDISTURBED
CONDITION

TUNNELING MAY BE REQUIRED FOR TRENCHES DEEPER

THAN 3’0"

ZONE C (FEEDER ROOT ZONE)

1.

OPERATION OF HEAVY EQUIPMENT AND/OR STOCKPILING
OF MATERIALS SUBJECT TO ENGINEERS APPROVAL.
SURFACE PROTECTION* MEASURES MAY BE REQUIRED

. TRENCHING WITH HEAVY EQUIPMENT ALLOWED AS

FOLLOWS:

— MINIMIZE TRENCH WIDTH

— MAINTAIN 2/3 OR MORE OF ZONE C IN UNDISTURBED
CONDITION

City of Seattle

Department of Parks & Recreation

TEMPORARY TREE PROTECTION
STD. DETAIL NO. 01 56 39







TREES IN PLANTING STRIPS TREES IN TREE PITS
ROOT ALL NON—PAVED PLANTING STRIP RETAIN EXISTING PAVING DURING CONSTRUCTION
PROTECTION | SURFACES SUBJECT TO IMPACT
(COMPACTION) BY CONSTRUCTION SCHEDULE PAVEMENT REPLACEMENT TO MINIMIZE
ACTIVITY SHALL BE PROTECTED EXPOSURE OF SURFACE ROOTS TO DRYING,
WITH 6’ —8"MULCH LAYER OR 3/4" EQUIPMENT DAMAGE, COMPACTION, ETC. EXPOSURE
PLYWOOD PANELS FOR LONGER THAN 48 HOURS REQUIRES MULCH
APPLICATION
PROVIDE WOOD PLANKING OR
z STEEL PANELS UNDER BACKHOE
e STABILIZERS PLACED ANYWHERE
< IN THE PLANTING STRIP
Ll [1-07.16(2)]
= .
= NO STORAGE OF MATERIALS OR
z EQUIPMENT IN THE PLANTNG STRIP
= SHALL BE ALLOWED WITHOUT PROPER
& SURFACE PROTECTION AND WRITTEN
S AUTHORIZATION FROM THE ENGINEER
% CANOPY OVERHEAD BRANCHING LIKELY TO BE DAMAGED BY EQUIPMENT OPERATION SHALL BE
T |PROTECTION | BROUGHT TO THE ATTENTION OF THE ENGINEER WITH PREVENTIVE MEASURES (PRUNING OR
TIE-BACK OF BRANCHES) APPROVED BY THE ENGINEER AND PROPERLY EXECUTED BEFORE
COMMENCEMENT OF THE WORK
PROVIDE 5'—0“MIN HEIGHT FENCE INSTALLATIONS
PROTECTION | ERCWiDE CHAIN LINK CONSTRUCTION FOR EACH TREE TO ENCLOSE ENTIRE TREE PIT
INSTALLATIONS FOR EACH TREE OR OPENING.
THE LENGTH OF THE PLANTING STRIP.
SIDEWALK ROOT PRUNE ONLY AS APPROVED BY PROVIDE 5'—0"X5'~0" OR 4'-0"X6'-0" (24 SQ FT
RECONSTRUCTION THE ENGINEER MIN) TREE PITS IN NEW SIDEWALK FOR NEW
TREES. TREE PIT SIZE FOR EXISTING TREES SHALL
MAINTAIN 2°—0“MIN CLEARANCE BE ELONGATED (8'—0"TO 12’—0"+). PITS MAY BE
FROM FLARE OF TRUNK WHEN REQUIRED TO MINIMIZE ROOT IMPACTS WHILE
SETTING FORMS. MAINTAINING REQUIRED SIDEWALK WIDTH
TRENCH OR SEE STD PLAN NO 133
TUNNELING
City of Seattle TREE PROTECTION NOTES

Department of Parks & Recreation

STD. DETAIL NO. 01 56 43







——— EXISTING OR NEW
GRADE (VARIABLE)

1°—0 MIN
| _2'—0’DESIRABLE _|

| 5
N NNy

NI

EXISTING OR NEW
GRADE (VARIABLE)

1'—0"MIN
2'—0" DESIRABLE

City of Seattle
Department of Parks & Recreation

TYPICAL SLOPE ROUNDING
STD. DETAIL NO. 312219







TYPICAL GROUND COVER PLANT
|/ (PLANTED AT NURSERY LEVEL TYP.)

4 d PLANTING SOIL DEPTH VARIES

§ o\dQ 6,_¢ (SEE SPECIFICATIONS) MIN. 2 MULCH (TYP.)

FINISHED GRADES (TYP.)

SCARIFIED SUBGRADE

City of Seattle GROUND COVER PLANTING
Department of Parks & Recreation | STD. DETAIL NO. 329313
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ROOTBALL DEPTH

|
NSNS

ROOTBALL + 1'—0“MIN ALL SIDES

B&B OR CONTAINERIZED
SHRUB (TYP.)

SET ALL PLANTS AT NURSERY
LEVEL (TYP)

MIN 2“-3" OF MULCH

SHRUB PLANTING PIT
PREPARATION = ROOTBALL
DEPTH & WIDTH PLUS 1'-0"
ADDITIONAL ALL SIDES

FINISH GRADE

ADDITIONAL PLANTING
AREA PREPARATION
(PER SPECIFICATIONS)

REMOVE CONTAINER COMPLETELY
OR REMOVE BURLAP FROM TOP
2/3 OF ROOTBALL AND

REMOVE ALL TWINE & WIRE

. e PYTAINNSS -
U GRS
X Lo 00%6% 1 %6 %20% S NATIVE BACKFILL SOL

AMENDED WITH 25%
COMPOSTED ORGANIC
AMMENDMENT

UNDISTURBED SUBGRADE

(PROVIDES FIRM BASE SO
THAT ROOTBALL WILL NOT

SINK)

City of Seattle
Department of Parks & Recreation | STD. DETAIL NO. 32 93 33

SHRUB PLANTING DETAIL







CONTINUOUS OUTER ROW AT X

FEET ON CENTER. 2/3X FEET
SETBACK FROM EDGE OF PLANTING
BED WITH TRIANGULAR SPACING

INSIDE BED (TYP)

EDGE OF PLANTING BED OR
PAVEMENT

.
av \///////// 2

69\@/%@& @X%X@/%@R/K//{(%W@

r
L— 2/3x (TYP.)

X = RECOMMENDED SPACING (SEE LANDSCAPE DETAIL ON DRAWING)
@ = ACTUAL PLANT LOCATIONS

City of Seattle TYPICAL PLANTING PATTERN
Department of Parks & Recreation STD. DETAIL NO. 32 93 36







STAKE TREE WITH (2) TREATED
2'¢ LODGEPOLE PINE DOWELED
TREE STAKES (8'—0" LENGTH)
LOOP EACH TIE AROUND HALF
TREE LOOSELY TO PROVIDE 1/
SLACK FOR TRUNK GROWTH

“CHAINLOCK’ OR EQUAL TREE
TIE MATERIAL (1”7 WIDTH) NAIL
OR STAPLE TREE TIE MATERIAL

4

(

/

)

J
/

//
(

TO STAKE TO HOLD VERTICALLY.

LOOP EACH TIE AROUND HALF

TREE LOOSELY TO PROVIDE 1/

SLACK FOR TRUNK GROWTH——__ |

2"-3" MULCH DEPTH (TAPERED AT
TRUNK)

MULCH TREE PIT MIN 5'—0"
LENGTH X FULL PLANTING
STRIP WIDTH BETWEEN CURB
AND SIDEWALK (FOR PLANTING
STRIPS LESS THAN 6’—0"WIDE.)
PROVIDE 5°—-0"¢ MULCH

RING FOR PLANTING STRIPS
WIDER THAN 6’—0”

ASPH. OR CONC. PAVING—\

—

2

[T SEE NOTE 2
’ (TYP)

|

SET TOP

1'—6"

a < S
4 <
ROUGHEN SIDES OF PLANTING
HOLE MAXIMIZE EXCAVATED AREA
WITHOUT UNDERMINING
ADJACENT PAVING/CURB

18" DEEP ROOT BARRIER

OR CONCRETE PAVING TYP.)

REMOVE ALL WIRE & STRING, AND
REMOVE ALL BURLAP FROM TOP
2/3 OF ROOTBALL——————

NATIVE BACKFILL SOIL AMENDMENT
WITH 25% (@1/3 CU YD)
DECOMPOSED ORGANIC MULCH
AMENDMENT FOR ENTIRE TREE PIT
AREA X ROOTBALL DEPTH — |

UNDISTURBED SUBGRADE (PROVIDES
FIRM BASE SO THAT ROOTBALL

WILL NOT SINK)

(REQUIRED WITHIN 8’ OF ASPHALT {(\\ =

]

OF ROOT CROWN

2" ABOVE ADJACENT CURB
& SIDEWALK GRADE

— SHAPE SOIL SURFACE TO
CREATE A &
WATERING RING

DIAMETER

S

——
Db

{<\,
~

>
N

R
Ve

U

Ve
P

MIN WIDTH OF TREE PIT=2 TIMES ROOTBALL DIAMETER OR
5'—0", WHICHEVER IS GREATER

MULCH AREA TO BE CLEAR OF GRASS, WEEDS, ETC. TO
REDUCE COMPETITION WITH TREE ROOTS

N

TREE"PIT DEPTH=
ROOTBALL DEPTH
(MEASURE BEFORE
DIGGING TO AVOID
OVEREXCAVATION)

DRIVE STAKES TO
1'—0" BELOW
ROOTBALL INTO
UNDISTURBED SOIL

DRIVE STAKE AT
ROOTBALL EDGE
(TYP)

City of Seattle

Department of Parks & Recreation

STD. DETAIL NO. 329343

DECIDUOUS PARK/STREET TREE PLANTING,
STAKING & ROOT BARRIER DETAIL
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STAKE TREE WITH (2) TREATED 2“¢ DOWELED

LODGEPOLE PINE TREE STAKES (8'—0" RLATALIR /'
LENGTH). LOOP & INTERLOCK EACH TIE
AROUND TREE LOOSELY TO PROVIDE 1” ] W/ ‘
SLACK FOR TRUNK GROWTH. w/ \ 5
\ v 4‘“"”“ I
1” WIDE “CHAINLOCK” (OR EQ.) TREE TIE \ \ -
MATERIAL. NAIL OR STAPLE TREE TIE TO W\ W aip WY
STAKE TO HOLD VERTICALLY. LOOP & \\w=--‘-=,"‘_"'?- "4 ‘("/'_‘VT ] \//4
INTERLOCK AROUND TREE TRUNK LOOSELY TO W \\\ o\ ' MW@A%AKA Al
PROVIDE MIN. 1 SLACK FOR TRUNK GROWTH. , ‘ i/ ! A "/\\‘W/@"W;— I —
N am \[// ¥ YWY o
.\\Agb‘\)—\v N 4 \\U %%
> 4 | M
\ W ? ™ L
2/—3 OF MULCH (TYP.) \ / W e
4 i
QYA L
3" —4” WATERING RING (TYP.) NN SET ROPT CROWN £5
AT MIN.[ 1 ABOVE
ASPH. OR CONC. PAVING7 FINISH

7/

7
18" DEEP ROOT BARRIER <
REQUIRED WITHIN 8 OF ASPH. >/

7/

SECTION 02950)

REMOVE ALL WIRE & STRING (¢
& REMOVE BURLAP FROM TOP »

2/3 OF ROOTBALL (TYP.)

NATIVE BACKFILL SOIL \>
AMENDED WITH 25% (MIN.1/3 -
CY) COMPOST AMENDMENT FOR
ENTIRE TREE PIT AREA—~}

1'—0"MIN

UNDISTURBED SUBGRADE
(PROVIDES FIRM BASE SO
THAT ROOTBALL WILL NOT
SETTLE)

6'—0"MIN OR 2 TIMES ROOTBALL

6'—0"¢ MULCH AREA CLEAR OF GRASS, WEEDS, ETC.
TO REDUCE COMPETITION DURING ESTABLISHMENT

TYP.

CONIFEROUS TREE PLANTING,

STAKING, & ROOT BARRIER DETAIL
STD. DETAIL NO. 32 93 46

City of Seattle
Department of Parks & Recreation







————

PREVAILING WINDS

B&B OR BAREROOT TREES
(AS SPECIFIED)

4 SET ALL PLANTS PLUMB
2/ —3' MULCH
DEPTH TAPERED
AT TRUNK—\ / SEE NOTE 4
T SEE NOTE 6
(€]
e
> =61 |
o SEE 2 —3' MULCH DEPTH
2 Note sl f/ TAPERED AT TRUNK
gs BACKFILL WITH MIXTURE OF
/A 75% NATIVE SOIL AND 25%
T DCOMPOSTEDED ORGANIC
\ : AMENDMENT
4 R
= .
s ) N N 11 MAX B&B OR CONTAINERIZED
] ) S 21 TYP SHRUB (TYP)
T / ; D
RN
N N AN NSNS
//\///\//A /////////// \\ SET ROOT CROWN AT OR
NN JUST ABOVE SOIL LEVEL
(TYP)
SEE NOTE 6
. EXISTING GRADE (SEE
1NCS)'ITAE§-TREES PER SPR STANDARD DETAL GRADING PLAN)
#32 93 00.51 1:1 MAX

2. ONE STAKE PER TREE ON WINDWARD SIDE;
SECOND STAKE ON LEEWARD SIDE

3. SLOPES STEEPER THAN 2:1 MAY REQUIRE
AN APPROVED EMBANKMENT STABILIZATION
SYSTEM TO CREATE A LEVEL TREE PIT SUCH
AS: ROCK FACING, PRECAST CONCRETE WALL
UNITS, TIMBER WALLS, OR MANUFACTURED
SLOPE BIO—RETENTION UNITS.

4. "CHAINLOCK” TREE TIES. LOOP EACH TIE

AROUND TREE LOOSELY TO PROVIDE 1“ SLACK
FOR DIAMETER OF GROWTH.
5. SHAPE SOIL TO PROVIDE 3' DIAMETER OR

ROOTBALL DIAMETER, WHICHEVER IS GREATER,
WATERING RING.

6. REMOVE ALL WIRE AND STRING. REMOVE
TOP 2/3 OF BURLAP.

AP NNANN N4

City of Seattle
Department of Parks & Recreation

TREE & SHRUB PLANTING ON SLOPES
STD. DETAIL NO. 32 93 49







BOULDER PLACED K% — %
BELOW GRADE

FINISH GRADE

1]
\
FINISH_GRADE |
! FH M ‘ ‘ — SUBGRADE — UNDISTURBED
| g OR COMPACTED TO 95%
City of Seattle LANDSCAPE BOULDER DETAIL

Department of Parks & Recreation | STD. DETAIL NO. 329353







3/8" 7/8" SEE NOTE 4

N7

<:::::::::I::3 34
% —>|—|<—3/4” é
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— Py ~~o —
L a— e 3N 7 —
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G \
a— \

i

e <\
r/ N —
[ \
| , L E—
A 17—0 MIN i B
3 BREAK ou% !1 -6 RECOMMENDED!
RINGS (MIN
( ) 2,_6//
PLAN

1 OF 2 PIECES

GRATE FLUSH WITH ADJACENT PAVING
/ ; (TYP)

3/4" MIN

4 2 o v o o |70 7. R /R /) )

4 a2 - PONSC JSONS O US
o St e B
.<7 AN N N N N AN N N \\ N AN N N N m\/\ \\ N N N \\ N N P °

SUB SOIL LEVEL . - ® AN

PEA GRAVEL OR MULCH (PER ENGINEER)

1/4" HORIZONTAL
CONCRETE COLLAR OR THICKENED
SIDEWALK EDGE CLEARANCE BETWEEN

GRATE AND FRAME (TYP)

(2)#4 REBAR CONTINUOUS AROUND

GRATE
SECTION A=A

NOTES:

1. MAXIMUM WEIGHT OF EACH TREE GRATE CASTING SHALL BE 110 LBS.

2. TREE GRATE CONSISTS OF 2 PIECES MIN

3. TREE GRATE SHALL BE MADE OF GRAY IRON

4. GRATE DESIGN AS SHOWN IS NOT INTENDED TO MEET ADA ACCESSIBLITY
REQUIREMENTS FOR INSTALLATION IN AREAS WITH LIMITED SIDEWALK WIDTH.
INSTALLATIONS REQUIRING ADA APPROVED GRATES SHALL HAVE OPENINGS

OF 3/8" OR LESS.

City of Seattle TREE GRATE DETAIL
Department of Parks & Recreation | STD. DETAIL NO. 32 94 43







ECO—LAWN ON
AMENDED BACKFILL

&]f/‘\

12" TOP LAYER

SAND/COMPOST MIX
(4 COMPOST TILLED INTO
TOP 12" OF SOIL)

TILL TO LOOSEN AND
AMEND SOIL TO 12”

T T T e
N ===l == |||—|||—"'
B N N N

COMPACTED SUBGRADE /

LOW—MOW MEADOW ON
AMENDED BACKFILL

\ ) \,"”@\

/A_ ‘A‘

[/r,\ m\‘\ Q\\ ,//4“\\;6

mL"‘ A B\ -j s l N’A‘L O “L

COMPACTED SUBGRADE /

| DEPTH

12" TOP LAYER

SAND/COMPOST MIX
(4" COMPOST TILLED INTO
TOP 12” OF SOIL)

TILL TO LOOSEN AND

AMEND SOIL TO 127
DEPTH

City of Seattle SOILPREPARATION DETAILS
Department of Parks & Recreation | STD. DETAIL NO. 312223






