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TYPE B ASPHALT PER SPEC.

TAMP EDGE IN STRAIGHT LINE @ 45°
ANGLE AS SHOWN EXCEPT WHERE A.C.
PAVEMENT ABUTS BUILDINGS, EXISTING
PAVEMENT, STRUCTURES, OR AS
OTHERWISE NOTED ON PLANS.

O
OLOMN\NINOL0

7/

e
=il

I |III||| IT
MINERAL AGGREGATE TYPE 1 (5/8”
MINUS CRUSHED ROCK) OR AS NOTED
ON PLANS OR SPECS.

COMPACT SUBGRADE TO 95%
PROVIDE STRUCTURAL FILL AS REQ'D.

/—OPTIONAL STEEL EDGING (SEE SPECS)

e N0 @ ete
— ||
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PAVEMENT THICKNESS A | B
FOR PEDESTRIAN PATH 2”7 | 47
FOR VEHICLE ACCESS ROAD 3" | 6"

City of Seattle
Department of Parks & Recreation

ASPHALT PAVING DETAILS
STD. DETAILNO. 321216







Area of proposed

renovation Tack Coat Vertical Face
Seal & |3” 3”| of A.C.P. to Remain
Sand Joint

Existing Asphalt

New Class "B’
Concrete Surface

Asphalt Paving

Existing Base

\—Min 6" Compacted Mineral Aggregate

Type No.1 or 2 Crushed Rock
or Type 1G or 2G Crushed
Gravel (per COS Standard Specs & Plans)

City of Seattle ASPHALT PAVEMENT PATCHING DETAIL
Department of Parks & Recreation | STD. DETAIL NO. 32 12 19







PATHWAY

SHOULDER

‘ VARIES (5’ MIN.)

24"

2% SLOPE /‘@2% SLOPE

ASPHALT PAVING NOTES:

BEYOND ASPHALT EDGE AT GRADE.

TO 95% DRY DENSITY.

1. 27 ASPHALT PAVING FOR PATHWAYS (3" FOR VEHICLE TRAFFIC).
2. MIN. 4”7 COMPACTED DEPTH (6" FOR VEHICLE TRAFFIC) OF
5/8" MINUS CRUSHED ROCK PAVEMENT BASE. EXTEND MIN. 24"

3. 3" MIN. NATIVE SOIL OR SELECT FILL SUB—BASE COMPACTED

4, MIN. 24" SHOULDER BEYOND EDGE OF ALL ASPHALT PAVING.
5. CONDITION BEYOND PAVEMENT SECTION VARIES PER PLAN.

3 V‘ % % SN
e
(/2 X /\\
A

Department of Parks & Recreation | STD. DETAIL NO. 321223

City of Seattle ASPHALT PATHWAY PAVING DETAIL







1" CHOKER BASE
COURSE AGG

POROUS CONCRETE

STONE RECHARGE BED

2%.\ I+

\

SEE SPECIFICATIONS.

CUT EXISTING GRADE
DO NOT COMPACT SOIL

NTS

POROUS CONCRETE PAVING DETAIL

STD. DETAIL NO. 3213 13.13

POROUS CONCRETE PAVING

TYPICAL SECTION

SEE SPECIFICATIONS FOR DETAILED INFORMATION ON
POROUS CONCRETE SYSTEM INSTALLATION, INCLUDING
CHOKER BASE, STONE RECHARGE BED FILTER FABRIC
FOLLOWING SOIL STABILIZATION, TRIM FABRIC AT EDGE.
DO NOT COMPACT OR ALLOW HEAVY EQUIPMENT TO

AND SSD.
EXTEND FILTER FABRIC OVER EDGE DURING
CONSTRUCTION TO PREVENT SILTATION OF BED.

TRAVERSE BED BOTTOM AREA.

NOTES:

2.
3.

1.

-0.0553
il

NON—WOVEN GEOTEXTILE
FILTER FABRIC BOTTOM

AND SIDES (SEE SPECS)

City of Seattle
Department of Parks & Recreation







CUT EXISTING GRADE. DO NOT

COMPACT EXISTING SOIL

NON—WOVEN GEOTEXTILE FILTER
FABRIC ON BOTTOM AND SIDES

STONE RECHARGE BED

POROUS CON CRETE

|

2% SLOPE

=

7//

— |4
4

qAA

Sl

4//

o 6000007000 0
SOO oog Q\?UQoOO ST °o%5%

r ||||||| ImllW

WIDTH VARIES 4’

NOTES:

1. EXTEND FILTER FABRIC OVER EDGE DURING CONSTRUCTION TO PREVENT
SILTATION OF BED. FOLLOWING SOIL STABILIZATION, TRIM FABRIC AT EDGE.
2. DO NOT COMPACT OR ALLOW HEAVY EQUIPMENT TO TRAVERSE BED

BOTTOM AREA.

3. SLOPE SUBBASE AT 2% IN DIRECTION OF SURFACE FLOW.

City of Seattle
Department of Parks & Recreation

POROUS CONCRETE PAVING DETAIL
STD. DETAIL NO. 3213 13.16







EDGE (TYP.)

2" WIDE SMOOTH TROWEL —
FINISH & 1/4” RADIUS @

3/8” EXPANSION JOINT WITH
FLEXIBLE POLY. JOINT SEALER
(LOCATE PER PLANS TYP.).

TOOLED CONTROL JOINT W/ 1/4” RADIUS.

CONCRETE SLAB REINFORCEING PER
SPECS. SLOPE TO DRAIN PER
PLANS. LITE BROOM FINISH
PERPENDICULAR TO TRAFFIC (TYP.

FINISH UNLESS OTHERWISE NOTED).
THICKEN EDGE OF
GRADE PAVEMENT WHERE
ADJACENT TO SOIL OR VERTICAL SURFACE
EXISTING PAVING / (CURB/WALL /ETC.)
4" 9" , ”
27|12 3/8” EXPANSION JOINT
/ | \ X\ ] = \ \ WITH FLEXIBLE POLY.
= . R - =3 o T JOINT SEALER (LOCATE
—+H = - . . UGN EN %4 T PER PLANS AND AT ALL
—‘ ‘ ‘——j%,? R =Tor e = s VERTICAL RESTRICTIONS
L R e i e, )
—| | B R ) e 2
=) ~ TN =
12" =11 |

BASE AGGREGATE COMPACTED
TO 95% MAX. DRY DENSITY

UNDISTURBED SUBGRADE OR FILL
COMPACTED TO 95% DRY DENSITY

THICKENED EDGE

THROUGH CONTROL JOINT PAVING @
(EXPANSION) (CJ) VERTICAL EDGE
JOINT EXPANSION JOINT
(1J)

City of Seattle
Department of Parks & Recreation

CONCRETE PAVING - JOINTS DETAILS
STD. DETAIL NO. 321373







GRANITE PAVER 27 THICK
SAND FILLED JOINT

1/2”
SAND LEVELING COURSE
AGGREGATE BASE, TYPE 1
PAVEMENT EDGE RESTRAINT
/ 6” WITH METAL PIN
/ w"‘i'A =l

11/2”
4” ( 2"

%%g :

H\H HHH \ \H H\

|1 I || |1 |1
COMPACTED SUBGRADE

City of Seattle GRANITE PAVERS ON AGG. BASE DETAIL
Department of Parks & Recreation | grp. DETAIL NO. 32 14 40







1:1 COMMON BACKSLOPE
PROVIDES FOR NATURAL

CLEARING WIDTH _VARIES.
SEE NOTE 1

CLEARING LIMIT: MIN. 8
PREFFERED 10

VARIES (4’ MIN.)

2% SLOPE

R PR
=TT 1

FOLLOWING REMOVAL OF ORGANIC MATERIAL AND ROUGH

REVEGETATION GRADING TRAIL BED, PROVIDE 95% COMPACTION.

-

D

EXISITNG GRADE
FINISH GRADE

2%, 9° MIN. VARIES (4’ MIN.) 1T MIN.
%)«
il |: ~

€

2

|
| 2% SLOPE

4"

FOLLOWING REMOVAL OF ORGANIC MATERIAL AND ROUGH
GRADING TRAIL BED, PROVIDE 95% COMPACTION.

VARIES (4’ MIN.)

¢ FINISH
rZ' 2 g;gﬁ SLoPE | GRADE
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2" TOP COURSE — 1/4"—MINUS CRUSHED ROCK (COMPACTED)
4" BASE COURSE — 5/8"—MINUS CRUSHED ROCK (COMPACTED)

FOLLOWING REMOVAL OF ORGANIC MATERIAL AND ROUGH
GRADING TRAIL BED, PROVIDE 95% COMPACTION.

AT FLAT AREA
GENERAL NOTES:

1. ALL TRAIL CONSTRUCTION SHALL INCLUDE STANDARD CLEARING LIMITS AS FOLLOWS: BRUSH AND
BRANCHES ABOVE 36" ABOVE GROUND LEVEL SHALL BE REMOVED TO A HT. OF 8" WITHIN 3’ OF
TRAIL. ALL VEGETATION BELOW 36" HT. SHALL BE CUT BACK TO THE WIDTH OF THE TRAIL.
FALLEN LOGS SHALL BE CUT FLUSH AT THE EDGE OF THE TRAIL.

2. FOLLOWING CLEARING WITHIN THE DESIGNED TRAIL CORRIDOR, REMOVE ALL ROOTS AND ORGANIC
DEBRIS TO A DEPTH OF 6" PRIOR TO IMPORTING CRUSHED ROCK. ESTABLISH DESIGN
CROSS—SLOPE IN SUBGRADE MATERIALS, SLOPE OR CROWN AS DIRECTED.

3. IN AREAS OF SIGNIFICANT TREE ROOTS, EXCAVATE ONLY 4" TO SUBGRADE AND COMPACT.
PROVIDE 4" BASE COURSE AND 2" TOP COURSE PER SPECIFICATION. ROLL/COMPACT EDGES OF
FINISH PATH TO BLEND BACK TO ADJACENT GRADE. FINISHING GRADE OF PATH WILL BE FLUSH OR
SLIGHTLY ELEVATED/CROWNED ABOVE ADJACENT SURFACES.

3. IMPORT CRUSHED ROCK FOLLOWING DEPARTMENTAL APPROVAL OF PREPARED TRAIL BED. TAPER
EDGES AT A 45° ANGLE INTO THE SUBGRADE. TOP COURSE FLUSH WITH FINISH GRADE. WHERE
DESIRED, PROVIDE COMPLETE MECHANICAL COMPACTION. WHERE THIS IS IMPRACTICAL OR
IMPOSSIBLE, COMPACT BY HAND WITH AN APPROPRIATELY WEIGHTED IMPLEMENT.

4. PERFORM SITE RESTORATION AND REVEGETATION IMMEDIATELY UPON COMPLETION OF TRAIL WORK
AND/OR RELATED DRAINAGE WORK OR AS DIRECTED BY THE ENGINEER..

1'.—I II:I TT—1TT—] II:I | I:Iﬂ'ElH_E‘LH-_
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y | IIZI [ A AP A A e I W e M M e e B W e ||
2" TOP COURSE — 1/4"—MINUS CRUSHED ROCK (COMPACTED)
4" BASE COURSE — 5/8"—MINUS CRUSHED ROCK (COMPACTED)

City of Seattle

CRUSHED ROCK PATHWAY PAVING
Department of Parks & Recreation | STD. DETAIL NO. 32 1540







ADJACENT CONDITIONS AND
GRADES VARY

FLUSH AT EDGE

6”7 MIN.

2”7 MIN. DEPTH 1/4” MINUS
CRUSHED ROCK TOP COURSE
COMPACTED TO 95% DRY
DENSITY

4”7 MIN. DEPTH 5/8” MINUS
CRUSHED ROCK BASE
COURSE COMPACTED TO 95%

DRY DENSITY
NOTE: OPTIONAL STABILIZER UNDISTURBED SUBGRADE
ADDED TO TOP COURSE AS OR FILL COMPACTED TO
DIRECTED (SEE SPECIFICATIONS) 95% DRY DENSITY

City of Seattle 1/4" MINUS CRUSHED ROCK PAVING DETAIL

Department of Parks & Recreation | STD. DETAIL NO. 32 1543







PAVEMENT EDGE
at FIXED VERTICAL

TOOLED
SURFACE CONTROL JOINT

—
/7 .m."_

BN =y
20

""" R peesree

EXPANSION PAVEMENT EDGE
JOINT at LANDSCAPE

@ﬁHALT PAVING EDGE
SCALE )f'= 1

CURB at CURB at PLAY
LANDSCAPE oo SPACE

_..._r-.-"__\_,'_\. '.-:- /—vrnu--n_

|-

@@SHED AGGREGATE _PAVING
SCALE X'= 1°

.........

( :: >ASPHALT PAVING BUTT JOINT
SCALB XK'= 1'

o 1ot o com, l =
- e :

LN —]

CURB at CONCRETE CURB at CONCRETE
PAVING PAVERS

City of Seattle MISC. PAVING & CURBING DETAILS
Department of Parks & Recreation | STD. DETAIL NO. 321613







GRADE POINT
1"R(TYP.) 1/2"R(TYP)

A
\\/\
9
>\/4
4

EX. PAVEMENT OR ROADWAY ‘e 4

- . ‘.

H
SENCNENENEN

T_A
T

CONC. CL. 5(%)
OR CONC. CL. 5(1%)
(TYP.)

4
NG EN G\

R \\
\;COMPACTED SUBGRADE

X

NOTE:
"H” SHALL BE 6" FROM FINISHED ROADWAY GRADE UNLESS
OTHERWISE SPECIFIED.

FOR TYPE 410A CURB, INSTALL %" THROUGH JOINTS FULL
DEPTH TO MATCH JOINTS OF EXISTING PAVEMENT.

GUTTER SHALL BE SLOPED THE SAME AS ADJACENT
PAVEMENT OR 2% MIN., WHICHEVER IS GREATER.

SEE STD. PLAN NO. 411 FOR CURB DOWELS.

City of Seattle COS CONCRETE CURB - TYPE 410A
Department of Parks & Recreation | STD. DETAIL NO. 32 16 16







GRADE POQINT
Syt
1 1_6’ 6’

‘ﬂ'
> \
3 - :
N2 NI,
a 2 //\
T T 5 cone cL 5(1 1/2)
V<
EX PAVEMENT OR ROADWAY SLOPE (SEE NOTE 2) S
4 /
<7 4 —_—
< <
4 A <
4 4 N
p a0 a , THICKNESS TO MATCH ADJACENT
N 4 “ 9 PAVEMENT THICKNESS OR 7,
< ; 4 WHICHEVER IS GREATER
4 <
SIS i - : s T K
NI DN IS NONINS N

PIRRLARGRKRKL

COMPACTED SUBGRADE OR TYPE 2
MNRL AGG OVER COMPACTED SUBGRADE:

410B CURB & GUTTER

GRADE POINT GRADE POINT
s 6" s 6"
NG N
> >
Y IR YT PR
<
. A ©
I K« K«
* SN CONC CL 5(3/4 * 2N CONC CL 5(3/4
. T (3/4) Va7 (3/4)
Y N 24 X N
7
Z ASPHALT B COLD JOINT
T L a v
= CURB DOWEL 4 CURB DOWEL
¢ a ° b N
2 <7 < < A
< ‘ L N IRV N COMPACTED SUBGRADE a P B A COMPACTED SUBGRADE
4 7 OR TYPE 2 MNRL AGG 4 N OR TYPE 2 MNRL AGG
Y OVER COMPACTED Y OVER COMPACTED
ALK SUBGRADE ALK SUBGRADE
410C CURB
NOTES:
1. “H SHALL BE 6" FROM FINISHED ROADWAY GRADE
UNLESS OTHERWISE SHOWN ON DRAWINGS
2. GUTTER SHALL BE SLOPED THE SAME AS ADJACENT
PAVEMENT OR 2% MIN, WHICHEVER IS GREATER.
3. SEE STD PLAN NO 411 FOR CURB DOWELS
City of Seattle COS CONCRETE CURB -TYPE 410B&C

Department of Parks & Recreation | STD. DETAIL NO. 3216 19







DETECTABLE WARNING PATTERN

LANDING AREA

RAMP
SEE NOTE 8

WING (TYP.)
SEE NOTE 11

(SEE DETAIL)

DETECTABLE WARNING
PATTERN DETAIL

TRUNCATED DOMES

A
RAMP w
Bl ¢ & A<—|
o SCORE LINE
SAWCUT WHERE NEEDED. =<
__@ @ @ THROUGH JOINT ¢ M\usB
= REQUIRED ADJACENT TO 3 ¢
A B CONCRETE SURFACES. ol F
N SEE NOTE 7 - ¢ 2" MAX
- (TYP)
\ / THROUGH JOINT
H SEE NOTE 5
Ny ¢ DETECTABLE
P fem WARNING —— ;
" — D _ 1N 4
MIN. | MAX. \| \—SCORE LINE (TYP)
Al 16" |24 CURB A B 4J
B| 065” | 15" 10:1 MAX SLOPE 10:1 MAX SLOPE
3'—0' MIN 4-0" 3—0' MIN
c | 50% TO 65% OF D |
D| 09” | 14~
NOTES:
1. TWO CURB RAMPS SHALL BE INSTALLED AT EACH CORNER UNLESS
12:1_MAX SLOPE DIRECTED OTHERWISE BY SDOT.
EQ%%JNTG 3—0"MIN | 2. CURB RAMPS SHALL BE CONSTRUCTED WITH COMPANION RAMPS ON OPPOSITE SIDES
OF THE STREET UNLESS DIRECTED OTHERWISE BY SDOT
PAVEMENT SCORE LINE (TYP) ‘ 3. WHERE CURB IS INSTALLED AT A LOCATION WITH NO SIDEWALK, CURB SHALL BE
THROUGH 6 DEPRESSED FOR FUTURE CURB RAMP INSTALLATION.
JOINT —>H<— /_ DETE(S:LTJQE;';\EEWARNINSW 4. TYPE 422a CURB RAMP SHALL BE USED. HOWEVER IF NOT FEASIBLE, THEN TYPE
7 422b CURB RAMP MAY BE INSTALLED WITH THE APPROVAL OF SDOT
— 5. NEW PAVEMENT SHALL BE BLOCKED OUT FULL DEPTH. EXISTING PAVEMENT SHALL
PAVEMENT®| o BE REMOVED AT THE FACE OF THE CURB.
= 6. MIN DISTANCE BETWEEN ADJACENT CURB RAMPS SHALL BE 3'—0’.
7. CURB RAMPS SHALL BE ISOLATED FROM ALL OTHER CONCRETE BY THROUGH JOINTS.
SECTION A—A 8. RAMPS SHALL HAVE A COARSE TEXTURED SURFACE OBTAINED WITH A 3/4° 9—11

CURB MONOLITHIC WITH RAMP.
NEW PAVEMENT BLOCKED OUT FULL DEPTH.
EXISTING PAVEMENT REMOVED AT FACE OF CURB

N
THROUGH *E‘« 10
JOINT | ,—SCORE LINE (TYP) cw

I —— 1.
=20 12

:SEE NOTE 10

SECTION B-B

|6”

13.

14.

FLATTENED EXPANDED METAL MESH BEING PRESSED INTO THE STILL FRESH
CONCRETE. THE LONG AXIS OF THE DIAMOND PATTERN SHALL BE ALIGNED WITH
THE SLOPE OF THE RAMP.

. ADDITIONAL SIDEWALK PAVING MAY BE NECESSARY IN THE PLANTING STRIP OR AT

THE BACK OF SIDEWALK TO ACCOMODATE ACCESS TO THE RAMP. A MINIMUM
4'—0"x5’—0" 2% MAX. GRADE LANDING SHALL BE PROVIDED AT THE TOP OF RAMP
ON TYPE 422a.

. THE SIDEWALK THICKENED EDGE SHALL BE CONTINUED THROUGH BOTH WINGS ON

TYPE 422a AND BOTH RAMPS ON TYPE 422b. SEE STD. PLAN NO 420.
THE WINGS ON TYPE 422a SHALL HAVE A SLIGHTLY BRUSHED FINISH PARALLEL TO
THE CURB.

. MIN LATERAL CLEARANCE FROM INLETS, POLES, HYDRANTS AND OTHER ABOVE

GROUND OBSTACLES SHALL BE 1'—0" FROM THE SCORED OR DETECTABLE WARNING
PORTION OF THE CURB RAMP.

INLETS SHALL BE SO LOCATED THAT GUTTER FLOW DOES NOT FLOW PAST

THE CURB RAMP.

DECTECTABLE WARNING SURFACE SHALL BE YELLOW, IN COMPLIANCE WITH SECTION
8—14.3 OF THE SPECIAL PROVISIONS OF COS STDS. & SHALL BE LOCATED WITHIN
6 TO 8 INCHES OF THE CURB FACE.

City of Seattle COS ADA CONCRETE CURB RAMP -TYPE 422a

Department of Parks & Recreation | STD.

DETAIL NO. 3216 23







RAMP

(TYP.)
SEE NOTE

DETECTABLE WARNING PATTERN (SEE STD
PLAN 422a—Modified FOR DETAILS)
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THROUGH JOINT-
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THROUGH JOINT
SEE NOTE 7

2-0"

M

SEE NOTE 5

THROUGH JO]NT—/

SAWCUT EXISTING
PAVEMENT-

PAVEMENT

SECTION A—A
CURB_MONOLITHIC WITH RAMP. NEW
PAVEMENT BLOCKED OUT FULL DEPTH.
EXISTING PAVEMENT REMOVED AT FACE OF CURB.

NOTES:

1. TWO CURB RAMPS SHALL BE INSTALLED AT EACH CORNER
UNLESS OTHERWISE DIRECTED BY SEATTLE TRANSPORTATION

2. CURB RAMPS SHALL BE INSTALLED ON THE OPPOSITE SIDE
OF THE STREET FROM ANY RAMP BEING CONSTRUCTED

3. CURBS SHALL BE DEPRESSED FOR FUTURE CURB RAMPS
WHERE CURBS ARE INSTALLED WITH NO SIDEWALKS

4. THE DESIGNER SHALL USE TYPE 422a CURB RAMPS. IF
NOT FEASIBLE, THEN ALTERNATE CURB RAMP TYPE 422a MAY
BE INSTALLED WITH THE APPROVAL OF SDOTN

SEE SECTION - 5. NEW PAVEMENT SHALL BE BLOCKED OUT FULL DEPTH.
B-B ABOVE LI SCORE LINE (TYP) 3 EXISTING PAVEMENT SHALL BE REMOVED AT THE FACE OF
2% I
 a2Z — THE GURB
[ 4 6. THE SIDEWALK THICKENED EDGE SHALL BE CONTINUED
2’0" | THROUGH THE RAMPS OF TYPE 422a CURB RAMPS
7. FOR ADDITIONAL REQUIREMENTS AND CONDITIONS REFER
SEE NOTE 10 7O STD PLAN NO 422a AND THE AMERICAN WITH DISABLITIES ACT
SECTION B-—B

MO

i
W \/ CROSS WALK

G
ATVM SS0dO '

City of Seattle
Department of Parks & Recreation

COS ADA CONCRETE CURB RAMP - TYPE 422b
STD. DETAIL NO. 3216 26







NOTES:
1. CONCRETE SHALL BE CL 6 (11/2) OR
CL 6 (3/4) AT CONTRACTOR'S OPTION
2. ON ARTERIAL STREETS WHERE TRAVELED LANE IS
NEXT TO CURB, THIS DISTANCE SHALL BE 5'-0"
3. WHEN EXISTING PARKING METERS ARE TO BE
REMOVED FOR NEW DRIVEWAY CONSTRUCTION, CONTACT 2
SEATTLE TRANSPORTATION A MINIMUM OF 2 WORKING
DAYS PRIOR TO SCHEDULED WORK TO COORDINATE

1/2' THROUGH JOINT IF
AREA BETWEEN CW AND
CURB IS CW PAVEMENT

—
REMOVAL OF METER HEADS e N Eéf_q N
4. REF STD PLAN NO 431 FOR CONCRETE DRIVEWAY Sl 35 A< gg
PLACED WITH SIDEWALK CONSTRUCTION §° “Is gég [
5. THE RAMP SECTION CONCRETE SHALL HAVE A 1"ABOVE ol
COARSE TEXTURED SURFACE OBTAINED BY A PAVEMENT; 2%
3/4' 9—11 FLATTENED EXPANDED METAL
MESH BEING PRESSED INTO THE STILL FRESH 1/2 THROUGH ¢+
CONCRETE. THE SHORT AXIS OF THE DIAMOND JOINT- —H— SCORE LINE SEE DETAIL B FOR MONOLITHIC CURB
PATTERN SHALL BE PERPENDICULAR TO THE CURB SECTION A—A
6. DRIVEWAY WIDTH GREATER THAN 15'—0" SHALL HAVE A -
TRANSVERSE CONTRACTION JOINT AT OR NEAR CENTER DETAIL B wlm 28
DRIVEWAY W/ MONOLITHIC ol 3 EEI 3B
CURB & APPROACH wid g2 F
2 ABOVE 2 2o £i02 °
PAVEMENT> T~ Y Bofio
_ 1

\_SEE DETAIL B FOR MONOLITHIC CURB
SECTION B-—-B

TYPE 4308B

City of Seattle COS CONC DRIVEWAY CUT -TYPE 430A&B
Department of Parks & Recreation | STD. DETAIL NO. 32 16 29







WIDTH AS SPECIFIED ON DRAWINGS

GRADE POINT
1”R

& ﬁ SCORE LINE

H VJ/

)ﬁ
A
E? EX PAVEMENT
- OR ROADWAY

A

<

=}
COMPACTED SUBGRADE
A
CONC CL

5(3/4)

1"—6"

NOTES:

1. “H" SHALL BE 6" FROM FINISHED GRADE
UNLESS OTHERWISE SPECIFIED ON DRAWINGS
2. VERTICAL BACKFACE OF CURB SHALL BE
FORMED AGAINST NATIVE EARTH WHERE
PRACTICAL,

OTHERWISE BY BACKFORM LEFT IN PLACE

City of Seattle COS CONC SIDEWALK & MONOLITHIC CURB
Department of Parks & Recreation | STD. DETAIL NO. 32 16 33







R=2'-0"
TYP N

" THRQ
JOINT

L/

R/W_MARGIN

SEE STD PLAN NO 624
FOR CONC BLOCKOUTS C)>

EDGE W/ 1/4"RADIUS \ 1

S EDGE W/
> N \ V4 1,/4" RADIUS
N1 /2" [THROJGH
JOINT
“\* GROOVES /
1/2" DEEP \
R/W MARGIN

£

>——'v’ GROOVES

PLANTING PLANTING STRIP

STRIP

———SIDEWALK

1/4'DEEP (TYP)

B 1/2 THROUGH
L JONT—— [7

PLANTING STRIP

Ly
Lo

SIDEWALK

\

2'—6"

2'-0"

2!_6’ 2,_6’
\ |T| }-ﬁ BAND VARIES
PRIVATE LANDING 'O’ EACH MIN 2'—%"

VARIABLE WIDTH MAX 3*—
SIDEWALK SIDEWALK
5'—0" WIDE GREATER THAN
5'—0" WIDE
PLANTING STRIP w w
4 =z
CONC CL 5(3/4") | CONC CL 5(3/4") |3
SIDEWALK o [ SIDEWALK | lm
R g | N g
= o ©
|20% 15 Y 2.
A‘: SN N T PAVING e e
COMPACTED SUBGRADE COMPACTED SUBGRADEJ
SECTION A—A SECTION B-B
THROUGH JOINT MATERIAL
EDGE W/ 1/4 RADIUS
NOTES: 7/
1. WHEN PLANTING STRIP PAVEMENT IS APPROVED, JOINT MATERIAL WILL CONC CL 5(3/4)_\
BE REQUIRED AT THE PERIMETER OF THE PLANTING STRIP PAVEMENT E—
2. WHEN EXISTING PARKING METERS ARE TO BE REMOVED FOR NEW T T ..
SIDEWALK CONSTRUCTION, CONTACT SEATTLE TRANSPORTATION A NG IR e
MINIMUM OF 2 WORKING DAYS PRIOR TO SCHEDULED WORK TO COMPACTED L Ve

COORDINATE REMOVAL OF METER HEADS

CURB &

SUBGRADE PAVEMENT

-
s

THICKENED EDGE——

SECTION C—C

City of Seattle
Department of Parks & Recreation

COS CONCRETE SIDEWALK & RAMPS
STD. DETAIL NO. 3216 36
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v CROSS WALK

CW
X 71>
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§
S
1TYPICAL CURB
RAMP LOCATIONS
City of Seattle COS TYPICAL CURB RAMP LOCATIONS

Department of Parks & Recreation | STD. DETAIL NO. 32 16 39







. — \
i EORDEIDIMERRIE B F e mri

TYPE I-A TYPE I-B

1/4"X1/3d PREMOLDED JOINT FILLER
OR SAW & FILL W/ JOINT SEALANT

d/2

SEE NOTE 1

CONTRACTION JOINTS

1/4"X2" PREMOLDED JOINT FILLER

SEE KEYWAY DETAIL (KEYWAY
NOT REQ’'D FOR TRANSVERSE
JOINTS)

N X
SEE NOTE 1 \ >‘
—_ \“\ | l i
: 1.25" 2.5
Ut — 1.5 35
SEE THICKENED EDGE DETAIL- M - KEYWAY DETAIL
FOR JOINTS WITH THICKENED EDGE T=d+3"
CONSTRUCTION JOINTS OTHERWISE T=d
JOINT SEALANT
3/4"PREMOLDED JOINT FILLE
SEE NOTE 1
. \ N
'—& EXPANSION CAP * n-*
JE— v — | T| E | - — |
4 o g .4 4 2 o
T 4 T 1 |
|t =
H—— i)
TYPE f:_ SEE THICKENED EDGE DETAIL: 4 TYPE
- = P 1'—6"
II—A o—-B
THROUGH JOINTS THICKENED EDGE DETAIL
(NOT NEEDED FOR TYPE A JOINTS WIDTH
v yor d>10")
1/4" X2’ PREMOLDED JOINT FILLER
(NOT REQ'D WHEN EXISTING (NOT NEEDED FOR TYPE B JOINTS WIDTH d29')
SURFACE COURSE IS ASPHALT)
“ MIN LENGTH EMBEDMENT (TYP)
ROUGH UP EDGE OF EX CONC PAV
SEE NOTE 1 (USE W/ CONC OR -1/2 EX CONC THICKNESS
CONC BASE) \
—_ ] —_ ]
A “4 4 + U‘ — N\ _+ TABLE
g ‘ EX_PAV__| E . PAVEMENT
THICKNESS |DOWEL BAR SIZE
670 8 17"X18" @12
IYPE \SEE THICKENED EDGE DETAIL TIYPE FT0 117 [ T/# X8 017
—A IV—B 12°& OVER| 11/27X18° @12
NEW TO OLD JOINTS
NOTES
1. WHERE REQUIRED AT LONGITUDINAL JOINTS, TIE BARS SHALL BE 5/8'X2'—6' @ 3'—0", DEFORMED GRADE 40 OR BETTER,
EPOXY COATED. WHERE REQUIRED AT TRANSVERSE JOINTS, DOWEL BARS SHALL BE SIZED AS SHOWN IN THE TABLE,
SMOOTH ROUND GRADE 60 OR BETTER, EPOXY COATED AND GREASED
2. LONGITUDINAL JOINT SPACING SHOULD NOT EXCEED 15'—6’ (TO BACK OF CURB). TRANSVERSE JOINT SPACE SHALL NOT EXCEED
15'—=0. THE AREA OF THE PANEL SHALL NOT EXCEED 225 SQUARE FEET
3. JOINT OFFSETS AT RADIUS POINTS SHOULD BE AT LEAST 1'—6" LONG
4. JOINT INTERSECTION ANGLES OF LESS THAN 60 DEGREES SHALL BE USED
5. WHEN A JOINT IS CLOSER THAN 1°—0" TO A CASTING, THEN A MINOR ADJUSTMENT IN THE JOINT LOCATION SHOULD BE MADE
BY SKEWING OR SHIFTING THE JOINT ALIGNMENT TO MEET THE CASTING AT 90° OR NORMAL TO THE CASTING.
6. WHERE POSSIBLE, LONGITUDINAL JOINTS SHOULD MATCH LANE MARKINGS
7. LONGITUDINAL JOINTS ARE TO BE CONSTRUCTION JOINTS UNLESS PAVED BY MACHINE CAPABLE OF PLACING AND FINISHING
CONCRETE FOR TWO OR MORE PANEL WIDTHS (IN WHICH CASE A CONTRACTION JOINT IS ALLOWED)
8. DOWEL BARS SHALL NOT BE PLACED WITHIN 1°—0” OF THE EDGE OF PAVEMENT OR A PARALLEL JOINT
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1/4"X1/3d PREMOLDED JOINT
FILLER OR SAW & FILL W/
JOINT SEALANT

SEE NOTE 1 \
| || | I4 \\" |
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r1: °: . ] - SN

CONTROL JT CONTROL JT
without DOWEL without DOWEL

d/2

CONTRACTION (CONTROL) JOINTS

~ EOR X Y
ZENN d<9” 1.25" 2.5

,_E[\ = %dgm’ 15" 35
-~ 4

<7

KEYWAY DETAIL
FOR JOINTS WITH THICKENED EDGE T=d+3’
OTHERWISE T=d

1/4" X2" PREMOLDED JOINT FILLER

SEE KEYWAY DETAIL (KEYWAY
NOT REQ’'D FOR TRANSVERSE
JOINTS)

N
SEE NOTE 1 \ >
2 2 3 Z I
KEYED JT SEE THICKENED EDGE DETAIL

KEYED JT
without DOWEL with DOWEL

CONSTRUCTION JOINTS
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3//

1:_611

THICKENED EDGE DETAIL
(NOT NEEDED FOR TYPE A JOINTS WIDTH
d>10")
(NOT NEEDED FOR TYPE B JOINTS WIDTH d>9")

JOINT SEALANT:
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EXP. JT
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3/4" PREMOLDED JOINT FILLE

SEE NOTE 1

EXPANSION CAP \
— —\

S

<

17 |

SEE THICKENED EDGE DETAIL

/’j

EXP. JT

without DOWEL without DOWEL

THROUGH (EXPANSION) JOINTS

1/4" X 2" PREMOLDED JOINT
FILLER (NOT REQ’'D WHEN EXISTING
SURFACE COURSE IS ASPHALT)

ROUGH UP EDGE OF EX CONC PAV

§7” MIN LENGTH EMBEDMENT (TYP)

SEE NOTE 1 (USE W/ CONC OR 1/2 EX CONC THICKNESS

| CONC BASE) . \ |
i I ¢ R EX_PAV % ° % — \Aﬂ %
L%AE \SEE THICKENED EDGE D %
NEW TO OLD JOINTS
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4 /-
BETW.
SECTS.

#8 REBAR X 3'—0” LONG (3 PER CURB SECTION)
18 DIA. HOLE (TYPICAL)
.
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®
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‘ ‘ 7"
I
I
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e e N

4 N2 3 X 5-9"

NOTE AVAILABLE FROM RENTON CONCRETE PRODUCTS OR UTILITY VAULT COMPANY.

City of Seattle
Department of Parks & Recreation
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CONCRETE CURB AND GUTTER m

SEEDED TURF

PLAYFIELD SOIL
(WATER SETTLE)

CONCRETE REINFORCED
TURF UNITS

T TT—TTT
s [+ EI=ITE

| <
2 \ T " -
< 4 . 4

2" DEPTH BASE SAND ———
10" DEPTH STRUCTURAL SOIL ———~

WOVEN GEOTEXTILE FABRIC
STRUCTURAL GEOGRID —— =

2" TYPE 1 SUBGRADE —— ©| ’
LEVELING COURSE
UNDISTURBED SUBGRADE OR NOTE: SLOPE PER DRAINAGE PLAN.

FILL COMPACTED TO 95% DRY
DENSITY

EXPANSION JOINT, SEE DETAIL

1/12.
CONCRETE GUTTER. MEDIUM
BROOM FINISH PERP. TO PATH OF
TRAVEL. SLOPE PER SHEET 4.
L
REINFORCED TURF m \
>/ (=7
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<
El 4
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BATTER CURB WALL AT 1:6 RATIO = | =]

L),

UNDISTURBED SUBGRADE OR FILL %‘ ‘ ‘E‘

COMPACTED TO 95% DENSITY.

4

\

CONCRETE CURB WALL. MEDIUM
BROOM FINISH PERP. TO PATH OF
TRAVEL. SACK FINISH WALL FACE
OPPOSITE GUTTER.

#4 REBAR, 12" 0.C. BOTH
DIRECTIONS, CONT., 2" CLR. FROM
FACE OF CONCRETE.

ELEVATION OF FINISH GRADE
VARIES. SEE SHEET 4.

DELETE CURB WALL FOOTING
BELOW THIS LINE FOR A 12
LINEAR SECTION, SEE SHEET 7,
TO PRESERVE ROOT ZONE OF
TREE. STOP DEPTH OF WALL AT
EXISTING GRADE WITHIN THIS
ZONE. WALL TO BE CONTINUOUS.

City of Seattle

Department of Parks & Recreation PAVING DETAILS

STD. DETAIL NO. 3213 13.19
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— 14" POROUS AC
SURFACE COURSE

N S RA R TR A A TR R RA R SR T SR TR O I IR IR VAN ()

e N g, TN NG I NG N K O SN e TN N e N N D e CHOKER COURSE

‘ | 3” THICK BASE MATERIAL
(TYPE "H” MATERIAL)

= ) ,,
L e {63%0@0 s R
® (o | fEes g,
éﬂf A AT |

3” THICK LAYER
TYPE "G” MATERIAL

LIGHTLY COMPACTED SUBGRADE
90% RELATIVE DENSITY PER
SHTO T—180)

POROUS ASPHALT PAVING DETAIL
STD. DETAIL NO. 321226







2" BEDDING COURSE,
TYPE 9 (3" WASHED GRAVEL INFILL)

MUTUAL MATERIALS ECO—STONE
(OR APPROVED EQUAL)
PERMEABLE INTERLOCKING CMU
PAVERS (3%"X 4%°X 97)

4" CONCRETE PAVING
WITH THICKENED EDGE

COMPACTED SUBGRADE

4" AGGREGATE BASE COURSE,
TYPE 22 (5/8" CRUSHED GRAVEL)

6" AGGREGATE BASE COURSE,
TYPE 21 (1%” CRUSHED GRAVEL)

WOVEN GEO—TEXTILE FABRIC

6” HDPE PERF PIPE

8" X 8" CONCRETE CURB

3" ASPHALT PAVING WITH 6" BASE,
FTYPE 2 (%" MINUS CRUSHED ROCK)

il | s s e

City of Seattle
Department of Parks & Recreation

POROUS CMU PAVERS WITH UNDER

DRAINAGE DETAIL

STD. DETAIL NO. 32 13 13.23







FINISH GRADE OF ® _I 4

LANDSCAPE AREA\ ‘

4”"—6" PLANTING
SOIL (SEE SPECS.) ——

NN

H"%

THICKENED EDGE OF I ]
PAVEMENT B R

1/4” RADIUS

(ALL EDGES TYP.)7
e
= \@éo

O

CONCRETE SLAB WITH LITE BROOM FINISH

PERPENDICULAR TO TRAFFIC PATTERN

(TYPICAL UNLESS OTHERWISE NOTED)

COMPACTED CRUSHED ROCK
SUB—BASE (SEE SPECS)

TOOLED CONTROL JOINTS WITH 1/4”
RADIUS (NO TOOL MARKS, TYP.)

3/8” EXPANSION JOINT WITH JOIN
CAP, FILL WITH FLEXIBLE POLY.
SEALER (SEE SPECS.)

T

JOINT

(CONTINUOUS
AROUND EDGE)

VERTICAL RESTRICTION
(CURB,/WALL/ETC.)

UNDISTURBED SUBGRADE
OR FILL COMPACTED TO
95% DRY DENSITY

N

Q_

s
©

3/8" EXPANSION JOINT
WITH JOINT CAP, FILL
WITH FLEXIBLE POLY. JOINT
SEALER (SEE SPECS.)
LOCATE PER PLANS AND
AT ALL VERTICAL
RESTRICTIONS (TYP.)

City of Seattle
Department of Parks & Recreation

CONCRETE PAVING WITH THICKENED

EDGE & JOINTS DETAIL
STD. DETAIL NO. 321376







ADJACENT CONDITIONS MAY VARY.

2" CLASS—B ASPHALT. TAMP EDGE IN

STRAIGHT LINE @ 45" ANGLE. PROVIDE

THIS EDGE TREATMENT ALWAYS EXCEPT
WHERE A.C. PAVEMENT ABUTS VERTICAL
RESTRICTION, EX. STRUCTURES & WALLS
OR AS OTHERWISE NOTED.

HOLD FINISH GRADE OF
PLANTING DOWN %" BELOW

FLUSH TOP OF ASPHALT
AT N
AR ZA I Seweias
s DI XK B0 IS %)TQBZ

4" DEPTH BASE AGGREGATE

UNDISTURBED SUBGRADE OR
SELECT FILL COMPACTED TO
95% DRY DENSITY

City of Seattle
Department of Parks & Recreation

ASPHALT PAVING FOR PATHWAYS
STD. DETAIL NO. 321229







ASPHALT SURFACING TO

BE FLUSH TO TOP OF
GUTTER.

MAINTAIN GUTTER 1”

18” ABOVE SURFACE OF
ADJACENT ROAD.
ADJACENT ROAD.
SLOPE—-SEE
- GRADING PLAN
-Tl\}, a7 a ” 4‘\4
| - \CONCRETE GUTTER.

NOTE:
SLOPED SAME AS

ADJACENT FLUSH PAVING

OR 2%, WHICHEVER IS
GREATER.

< A »
A A SN

GUTTER SHALL BE

NN

MEDIUM BROOM FINISH
PERP. TO PATH OF
TRAVEL.

UNDISTURBED
SUBGRADE OR FILL
COMPACTED TO 95%
DRY DENSITY.

City of Seattle
Department of Parks & Recreation

CONCRETE PAVING EDGE DETAIL
STD. DETAIL NO. 32 16 53






